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(b) Each offshore supply vessel per-
mitted grandfathering under paragraph
(a) of this section must complete con-
struction and have a Certificate of In-
spection by March 16, 1998.

[CGD 82-004 and CGD 86-074, 62 FR 49321,
Sept. 19, 1997]

§90.05-25 Seagoing barge.

(a) Each seagoing barge, as defined in
46 CFR 90.10-36, is subject to inspection
and certification; except that a sea-
going barge is exempt from those re-
quirements if it is unmanned for the
purposes of operating or navigating the
barge, and carries neither a hazardous
material as cargo nor a flammable or
combustible liquid, including oil, in
bulk quantities of 250 barrels or more.

(b) In applying the laws and regula-
tions to manned seagoing barges, one
criterion for invocation of safety
standards is the description of seagoing
barges by relative size in gross tons.
When it is determined by the Com-
mandant that the gross register ton-
nage for a particular manned seagoing
barge, which is attained by exemp-
tions, reductions, or other devices in
the basic gross tonnage formulation,
will circumvent or be incompatible
with the application of specific safety
requirements in the regulations in this
subchapter for a manned seagoing
barge of such physical size, the Com-
mandant shall prescribe the regula-
tions to be made applicable to such
seagoing barge. When the Commandant
determines that the gross register ton-
nage is not a valid criterion for the in-
vocation of safety requirements based
on relative size, the parties involved
will be informed of the determination
and of the regulations applicable to
such manner seagoing barges, and be-
fore being permitted to operate such
seagoing barges, compliance therewith
shall be required. Endorsements or no-
tations on the seagoing barge’s certifi-
cate of inspection may be made as ap-
propriate.

[CGFR 65-50, 30 FR 16970, Dec. 30, 1965, as
amended by USCG-2011-0363, 78 FR 53328,
Aug. 29, 2013]

§90.05-35 Flammable and combustible
liquid cargo in bulk.

NOTE: Requirements for double hull con-
struction for vessels carrying oil, as defined
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§90.10-3

in 33 CFR 157.03, in bulk as cargo are found
in 33 CFR 157.10d.

Vessels inspected and certificated
under this subchapter may carry lim-
ited quantities of flammable and com-
bustible liquid cargo in bulk in the
grades indicated, provided the Certifi-
cate of Inspection is endorsed to permit
such carriage:

(a) Cargo vessels:

(1) Grades D and E in an integral
tank; and

(2) Grades D and E and certain spe-
cifically named Grade C in a portable
tank, including a marine portable tank
(MPT), in accordance with subpart
98.30 or 98.33 of this subchapter.

(b) Miscellaneous Vessels,
cable, salvage, pile-driving,
drilling-rig vessels:

(1) Grades B, C, D, and E in a fixed
independent or integral tank author-
ized by the commandant;

(2) Grades D and E and certain spe-
cifically named Grade C in a portable
tank, including an MPT, in accordance
with subpart 98.30 or 98.33 of this sub-
chapter.

such as
and oil-

[CGD 84-043, 55 FR 37410, Sept. 11, 1990, as
amended by CGD 90-051, 57 FR 362146, Aug. 12,
1992]

Subpart 90.10—Definition of Terms
Used in This Subchapter

§90.10-1 Anniversary date.

The term anniversary date means the
day and the month of each year, which
corresponds to the date of expiration of
the Certificate of Inspection.

[USCG 1999-4976, 65 FR 6501, Feb. 9, 2000]

§90.10-2 Approved.

This term means approved by the
Commandant unless otherwise stated.

[CGFR 65-50, 30 FR 16974, Dec. 30, 1965. Redes-
ignated by USCG 1999-4976, 66 FR 6501, Feb. 9,
2000]

§90.10-3 Barge.

This term means any nonself-pro-
pelled vessel.

[CGFR 65-50, 30 FR 16974, Dec. 30, 1965. Redes-
ignated by USCG 1999-4976, 66 FR 6501, Feb. 9,
2000]
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